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Manufacturer:

Product:
PET Resin

Grade:
MELPET-12104

Specifications:

Property Value Unit Test Method

Intrinsic Viscosity 0,630 ± 0,02 dL/g ASTM D4603

Colour
L* 60,0 ± 4,0 ASTM D6290

b* 10,0 ± 2,0 ASTM D6290

Melting Point 240-250 oC ASTM D3415

Density 1,40 ± 0,01 g/cm3 ASTM D1505

Carboxylic End Group 35 ± 10 eq./ton Titration Metod

Humidity ≤ 0,2 % ASTM D570

Chip Size 3,3 ± 0,01 g /100 chips Weight Scale

Fines ≤ 100 ppm Internal

Disclaimer: This document is for information purposes only. Customers are responsible for testing and confirming the suitability of this product in
their application. To the extent permitted by law, no warranty as to merchantability or fitness of purpose, expressed or implied, is made.
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Product Description:

MELPET-12104 is a homoPET with pinning agent to extrude BOPET films (min.8 microns).

Pinning agent responds to high voltage charge that is executed after the die, regulating the electrostatic
charges and providing the sheets to wrap tightly without air bubbles left between the layers. It, hence,
facilitates better orientation at stretching.

Manufacturer Information:

Pet Resin, Plasticers & PVC Floor Covers

Operating with:

ISO 9001-2000

ISO 14001

OHSAS 18001-2004

TSE

Disclaimer: This document is for information purposes only. Customers are responsible for testing and confirming the suitability of this product in
their application. To the extent permitted by law, no warranty as to merchantability or fitness of purpose, expressed or implied, is made.

https://petresinglobal.com/
https://petresinglobal.com/
mailto:sales@petresinglobal.com
tel:+971589062082


