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Technical Data Sheet

Manufacturer:
Saudi Basic Industries Corporation

Brand:
SABIC®

Product:
CRYSTALLINE POLYETHYLENE TEREPHTHALATE (PET)

Grade:
BC212

Application:

BC212 is especially suitable for the production of bottles for carbonated drinks. The high I.V. gives the
bottle the extra mechanical strength required in hot countries due to the high pressure from carbonation.
It can also be used for bottles for non-carbonated and other packaging applications, e.g. edible oil &
thermoformed packaging.

Typical Property Values: Revision: 20181012
Properties Typical Values Units Test Methods
PHYSICAL PROPERTIES
Intrinsic Viscosity (1) 0.84 £ 0.02 dl/g SABIC method
DEG Content <15 % wiw SABIC method
Crystalline Density <1390 kg/m3 SABIC method
Moisture Content (2) <0.35 % wiw SABIC method
POLYMER PROPERTIES
Acetaldehyde <1 ppm SABIC method
Color (L) 89+4.0 L-value IRC 0051
Color (b) -1.5+2.0 b-value IRC 0051
Dust Content <0.01 % wiw SABIC method
Bulk Density 850 + 10 kg/m3 ASTM D1895

Disclaimer: This document is for information purposes only. Customers are responsible for testing and confirming the suitability of this product in
their application. To the extent permitted by law, no warranty as to merchantability or fithess of purpose, expressed or implied, is made.
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Notes:

(1) Typical values; not to be construed as specification limits.

(2) At Equilibrium. Typical values; not to be construed as specification limits.

Description:

BC212 is a crystalline, high molecular weight thermoplastic polymer made by continues melt-phase
polymerization process followed by solid-state polymerization. BC212 is specially formulated bottle grade
PET, characterized by high 1.V and low acetaldehyde. The high I.V. confers good mechanical properties; high
burst strengths and reduced bottle distension after filling.

Processing Conditions:

The PET (BC212) has to be dried to moisture content below about 30-40 ppm. The drying conditions typically
used are 180 °C for 5 hours; the dew point of the drying air should be at least -40 °C. Typically, injection
temperatures of 285 °C maybe used to get clear preforms with acceptable acetaldehyde level for Colas and
flavored drinks.

Food Regulation:

BC212 is suitable for food contact application. Detail information provided in relevant Material Safety
Datasheet and for additional specific information please contact SABIC local representative for certificate.

Storage and Handling:

PET resin should be stored in a manner to prevent a direct exposure to sunlight and/or heat. The storage area
should also be dry with relative humidity below 50% and temperatures preferably do not exceed 50 °C. SABIC
would not give warranty to bad storage conditions, which may lead to quality deterioration such as color
change, bad smell and inadequate product performance. It is advisable to process PET within 6 months after
delivery.
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Manufacturer Notice:

Any sale by SABIC, its subsidiaries and affiliates (each a “seller”), is made exclusively under seller’s standard
conditions of sale (available upon request) unless agreed otherwise in writing and signed on behalf of the seller.
While the information contained herein is given in good faith, SELLER MAKES NO WARRANTY, EXPRESS OR
IMPLIED, INCLUDING MERCHANTABILITY AND NONINFRINGEMENT OF INTELLECTUAL PROPERTY, NOR
ASSUMES ANY LIABILITY, DIRECT OR INDIRECT, WITH RESPECT TO THE PERFORMANCE, SUITABILITY
OR FITNESS FOR INTENDED USE OR PURPOSE OF THESE PRODUCTS IN ANY APPLICATION. Each
customer must determine the suitability of seller materials for the customer’s particular use through appropriate
testing and analysis. No statement by seller concerning a possible use of any product, service or design is
intended, or should be construed, to grant any license under any patent or other intellectual property right.

Disclaimer: This document is for information purposes only. Customers are responsible for testing and confirming the suitability of this product in
their application. To the extent permitted by law, no warranty as to merchantability or fithess of purpose, expressed or implied, is made.

GLOBAL OFFICES
USA SINGAPORE UAE PAKISTAN

2106 House Ave, Suite 712, 20 Collyer Quay, #09-01, Shams Business Center, Al Messaned, T1 Horizon Tower, Com 2/6, Khayaban

Cheyenne, Wyoming 82001, USA Singapore 049319 Sharjah, UAE -e-Saadi, Block 3 Clifton, Karachi, Pakistan

www.petresinglobal.com A Division Of Trimline
Polymers

B sales@petresinglobal.com & +971-589-062082


https://petresinglobal.com/
https://petresinglobal.com/
mailto:sales@petresinglobal.com
tel:+971589062082


