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Manufacturer:
Wankai

Product:
PET Resin Bottle Grade

Grade:
WK-821

Application:
Sparkling beverage bottles, edible oil bottles, wine bottles, medicine bottles and sheets.

Specifications:

Index Unit Value Limit Test Standard

Intrinsic Viscosity (I.V.) dL/g 0.830 ±0.020 Q/WK007

Acetaldehyde Content ppm 1.0 max Q/WK007

Color (L-value) -- 83.0 min Q/WK007

Color (b-value) -- -0.5 max Q/WK007

Melting point °C 243 ±2 Q/WK007

Moisture Content %wt 0.20 max Q/WK007

Disclaimer: This document is for information purposes only. Customers are responsible for testing and confirming the suitability of this product in
their application. To the extent permitted by law, no warranty as to merchantability or fitness of purpose, expressed or implied, is made.

https://petresinglobal.com/
https://petresinglobal.com/
mailto:sales@petresinglobal.com
tel:+971589062082


Technical Data Sheet

A Division Ofwww.petresinglobal.com

+971-589-062082sales@petresinglobal.com

GLOBAL OFFICES
USA
2106 House Ave, Suite 712,
Cheyenne, Wyoming 82001, USA

SINGAPORE
20 Collyer Quay, #09-01,
Singapore 049319

UAE
Shams Business Center, Al Messaned,
Sharjah, UAE

PAKISTAN
T1 Horizon Tower, Com 2/6, Khayaban
-e-Saadi, Block 3 Clifton, Karachi, Pakistan

Product Description:

WK-821 PET chip is a TPA-based polyethylene terephthalic copolymer. It is characterized by its low AA
content, good color value and superior I.V. stability and can meet the requirements of high strength or
barrier properties, high chemical resistance and high clarity.

It can be used in the production of sparkling beverage, edible oil, wine, medicine bottles, sheet, and
others which require thicker wall, bigger size.

Important Notice for Use in Processing:

(1) Drying, typical drying conditions are an air temperature of around 170°C, Dew Point: 40°C, Melting
temperature: 280–300°C;

(2) Storage, the resin shall be stored in dry, cool, clean rooms to prevent from direct sunlight.

(3) Length of Warranty, there is no warranty period of PET products. Recommend to use after opening
it as quickly as possible, and whole bag better within two years.
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